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Model Number: 20130904

Clean Storm Solution Carpet and Tile Cleaning Hose 100 ft x 1/4in ID 3000 psi Single Wire Braid

Non Marking Jacket 20130904

Manufacturer: Clean Storm

Clean Storm Solution Carpet and Tile Cleaning Hose 100 ft x 1/4in ID 3000 psi Single
wire braid Non marking jacket

100 ft 1/4" 3000psi solution hose w/ 1/4 fixed MPT
Single wire braid
Non marking jacket
Usually filled in Blue or Gray color but color is not guaranteed.
Hose does NOT include 1/4" male or 1/4" female quick disconnects.  
See part #s NA0801, NA0701 for kingston qds or part #FH2B or FK2B for the same
thing
in the foster brand.
 
These solution hoses are built for the most demanding pressure and heat
requirements of today's high heat and high pressure truck mounts. These &frac14;"
solution hoses are rated at 3,000 PSI and 250Ëš F. The steel braid construction gives
the hoses both strength and flexibility. Plus, the composite rubber exteriors are
non-marking, too. Hydro-Coil solution hoses meet manufacturer&rsquo;s
specifications for all high temperature truckmounts. Each 100&rsquo; section includes
male pipe fittings and protector sleeves on both ends.

    • Rated at 3,000 psi and 250 degree F, this non-marking hose will withstand
everyday abuse
    • Steel braid makes it tough and also very flexible
    • Meets manufacturer's specifications for all truckmount high-temperature machines
    • The 100' section includes protector sleeves on both ends and male 
    •      
    Features:
    &bull; Assembled in USA with high quality components
    &bull; Blue, smooth &amp; less marking cover
    &bull; 4:1 Burst to operating pressure
    &bull; Brass plated steel wire reinforcement
    &bull; Seamless heat &amp; chemical resistant tube
    Specifications: 
    &bull; Hose: 1/4&rdquo; ID x 100&rsquo; Long
    &bull; Maximum Pressure: 3,000 PSI
    &bull; Burst Pressure: 12,000 PSI 
    &bull; Default Color: Blue 
    &bull; Max. Fluid Temperature: 250&ordm; F.
    &bull; Inlet: 1/4" MPT (solid)
    &bull; Outlet: 1/4&rdquo; MPT (solid)
    &bull; Heavy duty black bend restrictors on both ends
    &bull; Weight 15.0 lbs
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    Compare to current or past OEM Associations:
    10-1362, 
    AH172 
    AEWB0101EE1202
    CWS-SHGY100
    Suttner B3V00210
    White Magic B004-100
    Butler PPH100A
    Blue Baron 15PS3000
    Comet Pump 8115.0022     
    

Options:

    
        
             
             
              
             Import AH101B Portable 1/4 Inch ONE FEMALE Brass QD Quick Disconnect 
             
        
        
             
             
              
             Import AH102B Portable 1/4 Inch Male Brass QD Quick Disconnect ONE 
             
        
    

    
        
             
             
              
             Portable 1/4 Inch Brass Quick Disconnects Male and Female Dealer 10 pack 
             
        
    

    
        
             
             AH54 Ball Valve 1/4in Male X Female Pipe 1000 psi Chrome Plated AH57 
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20121127djc 

Availability: This product was added to our catalog on Friday 15 April, 2011
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